
PHB.SPCSR – Pluggable Sensor Linear High Bay

Description
PHB series LED High Bay Linear Luminaires are a sturdy solution for high bay applications in commercial, 
industrial, warehouse and manufacturing settings. 
The design of the pluggable port, allows users to add sensor and intelligent control devices more freely 
according to their needs after installation.
The high efficiency lens offers wide uniform beam distribution. Easily installed with V-hook, chain or 
pendant. MicroLens and Full-size light-emitting surface designed, which reduces glare and high angle light. 
The UGR of PHB less than 24 which meet DLC5.1 Premium.

Features
* Pluggable Sensor  |  12V AUX  |  Flicker Free
* Warranty: 5 years, LED L70 100,000 life hours
* High efficiency, up to 145lm/W  RA:80
* 6 in 1 | 3 Powers | 2 CCTs(4000K-5000K) Selectable
* UGR<24 | Microlens | Hides pixilation and uniform light
* 120-277Vac | 347~480Vac(optional) | 0-10V
* IP5X Lens
* V-hook Chain Mounting (default) | Surface + Stem/Pipe 

Mounted (optional) | Cable-Mounting(optional)

Application
* Warehouse
* Playground
* Mall
* Factory
* Industrial site
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Model List

Model Size Power
(w)

LPW
(lm/w)

Brightness(lm) LED
Q'ty

LED
Class

Package CTN Q'ty

NW CW/WW Ctn Size(mm) G.W kg N.W kg CTN 40HQ

GT-PHB-SPC105W-1X2 1X2 105 /90/80 137 14385 13234 280 PF200 625x182x330 6.00 4.90 2 3600

GT-PHB-SPC-215W-2X2 2X2 215 /180/160 141 30315 27890 560 PF200 625x182x630 9.60 8.50 2 1800

GT-PHB-SPC-325W-2X4 2X4 325 /290/260 145 47125 43355 810 PF200 1225x182x630 15.30 14.20 2 896

EFS06R  Microwave Sensor

WPPA102  Bluetooth Smart Control

EFS106  PIR Sensor + Bluetooth Smart Control

RM51 Remote Controller

Specification

Optical Parameters Life

CCT 4000K - 5000K Warranty 5 years

CRI(Ra) 80+ L70B30 100,000+ hours

SDCM 6 L80B10 80,000 hours

UGR 24 L90B10 50,000 hours

Beam angle 95° Driver failure rate 0.2% per 5000 hours

Lamep Color RAL White (RAL 9003)
maintenance Optical module sealed for life; no internal 

cleaning required

Material

Driver: CLASS II + CLASS P

PCB: aluminum

Back cover housing:  White painted iron plate

Electrical Parameters Installation Information

Dimming 0-10V  10%-100% Average ambient 
temperature

Average ambient : +25 ºc
Operating: -4°F to 122°F (-20°C to 50°C) 55°C maxInput voltage 100-277Vac  50/60Hz | 347~480V optional

PF / PE 0.98 / 0.86 Ceiling type Damp locations, Humidity 10% to 80% RH.

Surge Protection B grade (L-N:2KV L&N-PE:2KV) IEC/EN 61000-4-5 Light source Non-replaceable LED module

Over load/short Circuit Protection IP IP20 | IP5X Lens lamp body

AUX Power 12V Optional IK IK02 / IK07 Wire guard Optional

Hi-pot Test Range SELV Isolated Driver, 1750Vdc/5mA/60S Remarks Sensor Pluggable | 24W~40W BBU option

Polar Cureves Wide Distribution Wire Suspended | Manual: 92701
V-hook and 40" knotted chain included in
standard model

Default

Surface Mounted + Stem/Pipe Mounted Pack | 
Manual: 92701
PJB.SPMT.PHB

Accessory

Pluggable Sensor | Manual: 92705
Remote Controller (Optional)

Lambertian Normal Accessory

Fixed

Optional
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Photo | Dimension unit: inch

PHB.105W

PHB.210W

PHB.325W

POWER+CCT
DIPSWITCH
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Package | Label

* Here describe the label size and position, the label content is for reference only.

* The size of the package box has ±10mm tolerance.  Refer in "Model List" page 2.
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Product Details

Wire Suspended 

Without Sensor Microwave Sensor

Surface + Stem/Pipe Mounted
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Application

Green Team Lighting, LLC. reserves the right to make changes in specifications and/or to discontinue any product at any time without notice or obligation 
and will not be liable for any consequences resulting from the use of this publication.
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